
1 GENERAL INFORMATION

2 FINISHES

• Material:

• Weight: 

• Spacing between screws:

• Fixing:

• Fixing :

• Compatible flush-mount boxes: 
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120g EL /  180g S

Brass 5mm

LEG 080031 S
ARD 432002 EL

3 minutes screws / 1 minute magnet

SEL

With or without screws
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Brushed 
Brass
410

Matt
Black
408

Brushed 
Steel
412

Matt
White

413

Gun 
Metal
414

Mirror
Chrome

415

Old 
Bronze

417

Satin 
Nickel

418

Satin
Brass
419

Mirror
Gold
421

Satin
Copper

423

White
Enamel

424

60mm for mechanism



3 FORMATS

4 AVAILABLE FUNCTIONS
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ELS

Dimensions in mm

D1

SQUARE
BUTTON

ROUND
BUTTON

D2 D3 D4 D5 DE

S EL

D1 D2 D3

RD1 RD2 RD3 RD4 RD5 RDE
RD1 RD2 RD3
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5 FITTING

3/3

1. Wire the mechanism according to the corresponding diagram.
2. Simply engage the cover plate + mechanism assembly into the standard flush-

mount box and screw (2 Torx screws supplied).
3. Ensure vertical position is correct.

1. Wire the mechanism according to the corresponding diagram.
2. Place the mechanism(s) into the standard flush-mount box and screws in place.
3. Ensure vertical position is correct.
4. Move the cover plate up to the mechanism so the magnet can act.

SCREWS COVER 
PLATE

MAGNETIC COVER 
PLATE
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